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REAL EARTH TEXTURES

REAL EARTH TEXTURES is an economical, tough, weather textured coating for the decoration and protection of buildings. Contains quartz for
strength and mica for flexibility and hairline crack coverage. Durable weather —resistant pigments are used to provide excellent coverage and hiding
power. Resists dirt pick up. May be used for exterior applications where the textured finish can hide surface irregularities such as minor plaster
defects.

USES
Decoration and protection of exterior or interior walls and other structure where a tough durable textured non-stipple coatings required.

TECHNICAL INFORMATION

Physical Form: Textured paste-like fluid. May have ammonia odor.
Colours: 12 awesome colours.
Finish: Course texture with low sheen. Does not produce a significant stipple effect.
Practical Coverage Rate: Roller: 5-6m per liter. The number of coats required depends on the nature of the surface being coated
Polymer type: Modified flexible, water-resistant acrylic
Fillers; Quartz, mica and acid resistant extenders
Pigments: Lightfast and alkali-resistant types only.
Drying properties: Surface or touch dry: 1 hour
Recoating time: 6 hour depending on conditions and film build.
Flash point: Non- flammable (water based product)
Packaging: 5L

APPLICATION DETAILS

Supplied ready-for-use.

Apply using propile roller.

May be brushed.

Open-celled sponge rollers are not recommended as sagging may occur.

Do not over-spread the product this can produce a streaky effect.

Do not apply using mohair or enamel rollers. Not suitable for spraying.

Equipment: Equipment is readily cleaned using water provided the paint is still wet.

Cured paint may be removed using lacquer thinners or commercially available brush cleaners.

HEALTH AND SAFETY

This product is water based and presents very little toxicity of flammability hazard. However precautions should be taken to minimize skin contact
by wearing protective clothing and gloves. If body contact is made, irrigate immediately. Wash product off skin before it has dried using soap and
water. Contact with eyes should be prevented using goggles. If eye contact is made, irrigate immediately to remove paint while still wet. Contact
physician.

FIRST AID
Eyes: Do not rub. Immediately flush with plenty of water.
Skin: Wash thoroughly with soap and water

Wash thoroughly immediately after handling

DISCLAIMER ADVICE

The information given in this product information sheet is based on controlled laboratory tests and many years of experience. It is given in good
faith but no guarantee of any performance characteristic is given or implied. Lifestyle colours cannot be held liable for consequential damage of
whatsoever nature that may arise from the use of Lifestyle colours product. Paint technology is continually being developed and Lifestyle colours
reserves the right to update product specifications without prior notice. Contact Lifestyle colours for details.




